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Uncontrolled Document

Number of tools       100

Maximum tool diameter      250 mm / 9.8 in.

Maximum tool diameter with all pockets full    125 mm / 4.9 in.

Maximum tool length       400 mm / 15.7 in.

Tool taper        #50 Standard Taper, HSK100

Maximum tool weight       20-35 kg / 44-77 lbs

Hydraulic requirement       25 l/min, 65-70 bar / 6.6 gpm, 1000 psi
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Uncontrolled Document

Number of tools 80

Maximum tool diameter 250 mm / 9.8 in.

Maximum tool diameter with all pockets full 125 mm / 4.9 in.

Maximum tool length 400 mm / 15.7 in.

Tool taper #50 Standard Taper, HSK100

Maximum tool weight 20-35 kg / 44-77 lbs

Hydraulic requirement 25 l/min, 65-70 bar / 6.6 gpm, 1000 psi
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Uncontrolled Document

Number of tools       30-40-60-80-100-120

Maximum tool diameter      250 mm / 9.8 in.

Maximum tool diameter with all pockets full    125 mm / 4.9 in.

Maximum tool length       400 mm / 15.7 in.

Tool taper        #50 Standard Taper, HSK100

Maximum tool weight       20-35 kg / 44-77 lbs

Hydraulic requirement       25 l/min, 65-70 bar / 6.6 gpm, 1000 psi


